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Item oD (in) Grade

CASING JOINT(S) 20,000

lterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)

CASING JOINTIS) 13.375 H-40 48.00 14.0 319.0

Iterm OD (in} Grade Wt (ppf) TopMD (ft) BtmMD (ft)

CASING JOINTIS) 9.625  K-55  40.00 14.0 3,010.0

lterm 0D {in) Grade Wt (ppf) TopMD{ft) BtmmDift)
CASING JOINTIS) 7.000  N-80 26.00 14.0 g4
CASING JOINT(Z) 7.000  K-55  23.00 764 00832
CASING JOINT(S) 7.000 K-55  26.00 5,083.2 7,63049
CASING JOINTIS) 7.000  N-80 26.00 7,630.9 8,130.0

ltern QD {in} Grade Wt (ppf) TopMD(ft) BtmiD (ft)
LINER HANGER 6276  MN-80 15,00 5,495 .0 6,505.6
CASING JOINTES) 5000 N-80 185.00 5,505.6 7,4493
FLOAT COLLAR 5000  RM-80 18.00 74493 74506
CASING JOINT(S) 5000  MN-80 1500 74506 74472
GUIDE SHOE 5,000  R-80 18.00 74972 74930

Wel: 335-355 S/T/R: 365/305/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol: 370 cf
Hole Size: 17-1/2"
Casing Size: 13-3/8"
Top Job: NO

Rtns to Sfc: YES (20 cf)
TOC: Surface

Interm Csg. Cmt Vol 1530 cf
Hole Size: 12-1/4"

Casing Size: 9-5/8"

Top Job: NO

Rtns to Sfe: YES (120 cf)
TOC: Surface

Prod. Csg. Cmt Vol: 3420 cf
Hole Size: 8-3/4"

Casing Size: 7"

Top Job: NO

Rtns to Sfc: YES (130 cf)
TOC: Surface

InnerLiner Cmt Vol: 104 cf
Hole Size: 6.276"(7" Csg ID)
Casing Size: 5"

Top Job: NO

Rtns to Sfc: NO

TTOC: 6499'

Top of Formation:
B-Sand 6691

Volume Behind Pipe:

1.3 Yield Assumed

Theoretical Calculations (TTOC)
DWN April 2011
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